MASK

I N
L P 3
VOCAL FACE
DETECTION

LlAg

- — V-Stream
E\ ﬂ ALARM

ACCESS ouTt
CONTROL / \ J

2.

Body temprerature checking panel

Iltem no. 1099/811

Main Features

DSP Hisilicon 3516CV500 codec H.265/H.264

Sensor 1/2.8 IMX327 / 2MP

ONVIF2.6 protocol (compatibile verso il basso con ONVIF2.4)
Programming web Interface

Data Overlay on the LCD

Temperature measurement distance 0,3 m ~ 1,2 m.
Sensitivity: £ 0,3 °C;

Al for face recognition (access control & audio message alarm)
Mask detection

RJ45 port for PC connection

Push Notification by Urmet App V-Stream

Alarm output

6-13mm

Technical specifications are subject to change without notice.
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Body temprerature checking panel
Cod. 1099/811

Product Specifications

System CPU Hi3516CV500
System Embedded LINUX system
Imaging device 1/2.8 IMX327
Codec H.264/H.265
Standard PAL 50HZ/NTSC 60HZ
Resolution 1920*1080/1280*720
Screen Size 7"HD LCD
Stream Video 128kbps-12288kbps (Default VBR)
Signal to noise ratio >69dB
Video Minimum illumination DAY 1Lux, Night 0.01Lux
IR Mode Auto (pos§iv§ mode) / day / night / auto (active
mode) / timing
Auto white balance (AWB)/ backlight
. AUTO
compensation (BLC)
Automatic electronic shutter (AES) AUTO/ 1/50 (1/60) -1/100,000sec
Video Output Easytool/ /APP V-Stream /7 "HD LCD
Snaphot function support
Audio Coding standards G.711U
Audio output External 8Q / MAX 1.5W speaker
Sensor MLX20614DCI
Temperature |Measurement range 30-45 (°C)
Accuracy +0.3°C
. Video mode Monugl recording, alarm recording, tfiming
Recording recording
Video save PC client / NVR
Alarm Alarm output (2pin) 3.3V (Normal) - OV (Alarm)
Alarm output (4pin) NA (2pin) / NC (2pin)
Network  |Network protocol HTTP,TCP/IP,IPV4,UPNP,RTSP, UDP, SMTP, NTP, DHCP,
DNS, IP Filter, PPPOE, DDNS, FTP,IP
Power supply DC-12V
Other Current 1A
surroundings -20°C --- +65°C
Size Panel dimension 226,5mm (H) x 120mm (L) x 15mm (D)
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Body temprerature checking panel
Cod. 1099/811
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